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Monitor & Marquee Installation for Redline Rampage 
040-0276-01  Rev. A 

Important:  Installing the Monitor and Sintra Marquee is a two-person job. 

Install the Monitor and Connect Leader Light & Marquee Light 

1. Connect the Power and HDMI Cables to the monitor. 
2. Secure the monitor to the cabinet with the four mounting bolts.  Place a lock washer, then flat 

washer on each bolt before inserting it from inside the cabinet. 
3. Two LED Strip Lights are installed on the upper rear of the monitor.   

a. The shorter strip is the Leader Light.  Connect it to the PC power connector with the 
Blue and Yellow wires hanging from the hole in the top of the cabinet. 

b. The longer strip will illuminate the marquee.  Connect it to the PC power connector 
with the Black and Yellow wires hanging from the hole in the top of the cabinet.  Drop 
the power connectors into the cabinet. 

Install the Marquee 

The Sintra Marquee assembly is made up of three pieces, the Marquee/Bezel, the Logo, and the Guns 
(for yellow-label operation only).  The marquee is pre-assembled at the factory. 
To install the Marquee Assembly, refer to the picture below and note the seven (7) mounting screw 
locations.  Do the following steps: 
1. Position the Marquee Assembly over the back of the cabinet, with the logo facing the front above 

the monitor. 
2. If using the Marquee Guns with Special-Effects Lighting, drop the Power/Control Cable with PCB 

through the hole in the top of the cabinet.  Remove the Electronics Access Panel on the back of the 
cabinet and fish the connector 
and PCB through to the area 
where the other PCBs are 
mounted.  Connect it to a power 
connector inside the cabinet and 
use the screw-mounted cable tie 
to secure the assembly to the 
cabinet near the other PCBs. 

3. While a second person supports 
the Marquee Assembly, secure 
it to the cabinet with the seven 
(7) ¼-20 x ¾” screws with flat 
washers provided.  The screws 
mate with T-nuts in the cabinet. 


